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Grounding & Lightning Protection

aelo Sl adsa Olads slaad o) lad

L:;L;w‘ wls.:?'-}}‘fs: b}_....lS.*Jg &LS}& JJMAT-OJ.G ‘JJA

6}035 CWJ‘JQAJ.'S/&E}LP ;;;L:A 65“”)5%%0&)“3 Cﬁ_‘
by 3o 51 Jd 5 (NFC 17 102 5,1kl bl ) e pelaws

C Ol s edd sbwl BIKE 5 ol sds 5 &l 5 b Sle g3la le

r.u,auig,,..as..».lwdgwlt,@pdauwgw,x;aw

Al o ekisled ol bl 5l o 4l abe 4 5L
PERFORMANCE SPECIFICATIONS

Register capacity 0 - 999999

Counting starting current 300 A (8/20 s)

Working temperature -25° ... 70°

Power supply No need, totally autonomous

No fungible elements

Direct display of registered dat

LABORATORY TESTS

The AT-01G lightning counter has been successfully tested in:

IBET DE CETECOM

Blitzschutz&Emv Electricité de Centro de Techologia
Technologiezentrum France de las Comunicaciones
(Germany) (France) (Spain)

In these tests the AT-01G has proved its effective functioning, counting and that it can withstand
lightning currents without any damage.
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